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CWA40 Ultra Low Loss Phase Stable FlexibleCable Assemblies
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ConstructionStructure			MaterialCenter Contact		Gold Plated BrassInsulator			PEIConnector Coupling Nut	Passivated Stainless Steel			Jacket				FEPElectrical SpecificationsFrequency					40 GHzInsulation Resistance			5000MΩImpedance					50ΩDialectric Withstanding Voltage		1000VVSWR						1.25:1 @ 40GHzShielding Effectiveness			90dBVelocity					83%Phase Stability vs. Flexure			±2° @ 18GHzPower						75W CW @ 40GHzMechanical SpecificationsBend Radius (Static)			18 mmCable Diameter				3.6mmOperating Temperature   			-55°C - +125°CAttenuation vs. FrequencyLength	18GHz	26.5GHz	32GHz	40GHz8 inches	0.54dB	0.66dB	0.77dB	0.87dB20 inches	1.04dB	1.28dB	1.46dB	1.63dB40 inches	1.87dB	2.3dB		2.61dB	2.91dB	60 inches	2.71dB	3.33dB	3.76dB	4.19dB	80 inches	3.54dB	4.35dB	4.91dB	5.47dB	120 inches	5.21dB	6.4dB		7.2dB		7.93dB200 inches	8.55dB	10.5dB	11.91dB	13.15dB


